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MHL375S

With dipper stick | Mit Ladestiel | Avec balancier
Con balancin | Con avambraccio industriale | Com brago de carga

FUCHS.

LOADING
EQUIPMENT

Boom

Dipper stick

Cactus grab

LADEEINRICHTUNG

Fléche de type caisson

Avambraccio industriale

Mehrschalengreifer Polipo multivalve

EQUIPAMENTO
DE CARGA

Lanca
Brago de carga

Garra de abertura
de pogos
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MHL375S -

Lifting capacity | Traglast | Capacité de charge | Capacidad de carga | Capacita di carico | Capacidade de carga

o
©

D

6m 7,5m 9m 10,5 m 12m 13,5 m 15 m 16,5 m 18 m
18m ro™e1 7.7°(7,7°)
16,5 m fo~o1 8,1°(8,1°)
15m ro™o1 9,6° (9,6°) 8,0° (8,0°) 5,3° (5,3°)
13,5m ro™e1 10,3°(10,3°)  9,4°(9,4°) 7,6° (7,6°)
12m ro™o1 10,3°(10,3°)  9,4°(9,4°) 8,7°(8,7°) 6,8° (6,8°)
10,5m ro™o1 10,4° (10,4°)  9,5°(9,5°) 8,7° (8,7°) 8,1°(8,1°) 5,2° (5,2°)
9m fo=o1 10,7° (10,7°)  9,7°(9,7°) 8,8°(8,8°) 8,1°(8,1°) 6,8° (6,8°)
7,5m o™o1 12,7°(12,7°)  11,2°(11,2°)  10,0°(10,0°)  9,0° (9,0°) 8,2°(8,2°) 7,4 (7,5°)
6m ™ol 16,2°(16,2°)  13,6°(13,6°)  11,7°(11,7°)  10,3°(10,3°)  9,2°(9,2°) 8,3°(8,3°) 7,3(7,5° 5,0°(5,0°)
45m 0™o1 20,0 (20,0)  17,8°(17,8°)  14,5°(14,5°)  12,2°(12,2°)  10,6° (10,6°)  9,4°(9,4°) 8,4° (8,4°) 7,2 (7,5%) 5,8° (5,8°)
3m ™01 20,0 (20,00  19,2°(19,2°) 15,3°(15,3°)  12,7°(12,7°)  10,9°(10,9°)  9,5°(9,5°) 8,2 (8,4°) 7,0 (7,5° 6,1(6,2°)
1,5m ™ol 10,4°(10,4°)  20,0(20,0)  15,8°(15,8°)  13,0°(13,0°)  11,1°(11,1°) 9,3(9,6°) 8,0 (8,4°) 6,9 (7,3°) 6,0 (6,2°)
0m ™ol 8,4° (8,4°) 17,9°(17,9°)  15,9°(15,9°) 13,0 (13,1°) 10,7 (11,0°) 9,1(9,5°) 7,8(8,2°) 6,8 (7,1°) 5,5°(5,5°)
-1,5m ro™o1 8,4°(8,4°)  14,8°(14,8°) 154°(154°) 12,6 (12,7°)  10,5(10,7°) 8,9 (9,2°) 7.7(7,9°) 6,6° (6,6°)
-3m e™o1 9,0°(9,0°) 14,1° (14,1°)  14,5°(14,5°)  12,0°(12,0°)  10,1° (10,1°) 8,6° (8,6°) 7,2°(7,2°) 5,8°(5,8°)
-4,5m ro™o1 14,4° (14,4°)  12,9° (12,9°)  10,9°(10,9°) 9,1°(9,1°) 7,6°(7,6°) 6,2° (6,2°)

max. | max. 18,4 m

w
N
3

4,5° (4,5°)

Important notes regarding the load capacities -> Page 03 | Wichtige Erlduterungen zu den Traglasten -> Seite 03 | Précisions importantes sur les charges - Page 03

Consideraciones importantes sobre las cargas - Pagina 03 | Spiegazioni importanti sui carichi massimi - Pagina 03 | Explicagdes importantes sobre as capacidades de carga - Pagina 03

RECOMMENDED EMPFOHLEN_E
ATTACHMENTS ANBAUGERATE
Recommended Anbaugerate

attachments upon request  auf Anfrage

EQUIPEMENTS
RECOMMANDES

Grappins recommandés

sur demande

ACCESORIOS

RECOMENDADOS

Recomendaciones de

pulpos a peticion

ATTREZZI
CONSIGLIATI

Consigli per la scelta

della benna a richiesta

ACESSORIOS

RECOMENDADOS

Recomendagbes sobre
garras sob consulta
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MHL375S

7D 200m

With dipper stick | Mit Ladestiel | Avec balancier
Con balancin | Con avambraccio industriale | Com brago de carga

FUCHS.

A TEREX BRAND

LOADING LADEEINRICHTUNG EQUIPEMENT EQUIPO PALA EQUIPAMENTO
EQUIPMENT CHARGEUR DE CARGA CARICATRICE DE CARGA
Boom Ausleger Fléche de type caisson Pluma tipo caja Braccio Lanca 11,5m
Dipper stick Ladestiel Balancier Balancin Avambraccio industriale  Brago de carga 8,0m
Cactus grab Mehrschalengreifer Grappin cactus Pulpo Polipo multivalve Garra ds abertura 0,8 m?
de pogos
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MHL375S -

Lifting capacity | Traglast | Capacité de charge | Capacidad de carga | Capacita di carico | Capacidade de carga
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6m 7,5m 9m 10,5m 12m 13,5 m 15m 16,5m 18 m 19,5m
19,5m ro™o1 87°(8,7°)  6,7°(6,7°
18'm ro™o1 8,9°(8,9°)  7,2°(7,2°
16,5m ro™o1 10,0°(10,0°) 8,9°(8,9°)  7.2°(7,2°)
15m ro™o1 10,0° (10,0°) 8,9°(8,9°)  8,0°(8,0°  6,9°(6,9°
13,5m ro™o1 10,0°(10,0°) 8,8°(8,8°)  8,0°(8,0°  7.2°(72°)  6,1°(6,1°)
12m ro™o1 10,1°(10,1°)  8,9°(8,9°)  8,0°(8,0°  7.2°(72°)  6,6°(6,6°)  4,6°(4,6°
10,5m 0™o1 11,9°(11,9°) 10,3°(10,3°) 9,0°(9,0°)  81°(81°)  7,3°(7,3°) 6,6°(6,6°)  6,0°(6,0°
9Im o~o1 12,3°(12,3°) 10,5°(10,5°) 9,2°(9,2°) 8,2°(82°) 7,3°(73°) 6,6°(6,6°)  6,0°(6,0°
7,5m ™ol 18,7° (18,7°) 15,8°(15,8°) 12,9°(12,9°) 10,9°(10,9°) 94°(9,4°) 83°(8,3°) 74°(74°) 6,6°(6,6°) 6,0°(60°  51(52°
6m o™l 20,0 (20,0) 16,8°(16,8°) 13,5°(13,5°) 11,2°(11,2°) 9,6°(9,6°) 84°(8,4°) 75°(75° 6,7°(6,7°) 59(6,0° 51(5,3°)
45m o™o1 7.8°(7,8°) 17.7°(17,7°) 14,0°(14,0°) 11,5°(11,5°) 9,8°(9,8°) 85°(8,5°) 75°(75° 6,6°(6,6° 57(59°  50(52°
3m o=61 11,7° (11,7°) 14,2°(14,2°) 11,7°(11,7°) 9,9°(9,9°) 85°(8,5°)  7,5°(7,5°) 64(66°)  56(58°)  49(51°
1,5m o™o1 31°(31°)  7.9°(7,9°) 141°(141°) 11,6°(11,6°) 9,8°(9,8°) 84(85°)  7.2(74°)  62(65°  55(57°)  4,8°(4,8°)
0m ro~o1 3,8°(3,8°)  7.3°(73°) 13,6°(13,6°) 11,3°(11,3°) 9,6°(9,6°)  8,1(8,3°) 7,0(7,2°) 6,1(6,3°) 54°(54°)  45°(45°)
-1,5m o~o1 4,8°(4,8°)  75°(75° 12,6°(12,6°) 10,8°(10,8°) 9,2°(9,2°) 79°(79°) 68°(68°) 59°(59°) 50°(50° 4,0°(4,0°
-3m ro=o1 8,1°(8,1°) 11,6°(11,6°) 10,0°(10,0°) 8,6°(8,6°) 74° (74°) 6,4°(6,4°) 5,4° (5,4°) 4,4° (4,4°)
-4,5m ool 10,0° (10,0°)  8,8°(8,8°) 7,7°(7,7°) 6,6°(6,6°)  5,6°(5,6°) 4,7° (4,7°) @

max. | max. 20,2 m

w
IS
3

4,5° (4,5°)

Important notes regarding the load capacities - Page 03 | Wichtige Erlduterungen zu den Traglasten - Seite 03 | Précisions importantes sur les charges - Page 03

Consideraciones importantes sobre las cargas - Pagina 03 | Spiegazioni importanti sui carichi massimi - Pagina 03 | Explicacdes importantes sobre as capacidades de carga - Pagina 03

RECOMMENDED EMPFOHLEN_E EQUIPEMENT§
ATTACHMENTS ANBAUGERATE RECOMMANDES
Recommended Anbaugerate Grappins recommandés
attachments upon request  auf Anfrage sur demande

ACCESORIOS
RECOMENDADOS

Recomendaciones de
pulpos a peticion

ATTREZZI
CONSIGLIATI

Consigli per la scelta
della benna a richiesta

ACESSORIOS
RECOMENDADOS

Recomendagbes sobre
garras sob consulta
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MHL375S

MODULAR SYSTEM

ATTACHMENTS

Cactus grab

Timber grapple

+ |
Magnet plate
Clamshell grab
Load hook
UNDERCARRIAGES

Straight

LOADING EQUIPMENT

Banana boom

FUCHS.

A TEREX BRAND

Standard-undercarriage

22
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Standard-undercarriage

XL-undercarriage

Crawler
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MHL375S

CAB SYSTEMS

Vertically
adjustable

Vertically and
horizontally adjustable

+
ENGINES

+ »
Diesel engine Electric motor
OPTIONS

+
Cable reel Cable drum

Crawler Crawler: XL-undercarriage AHL Standard-undercarriage AHL Pylon
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FUCHS. VWORKS FOR YOU.

A TEREX BRAND

www.terex-fuchs.com

May 2021. Product specifications and prices are subject to change without notice or obligation. The photographs and/or drawings in this document are for illustrative purposes only. Refer to the appropriate Operator’s Manual for
instructions on the proper use of this equipment. Failure to follow the appropriate Operator’s Manual when using our equipment or to otherwise act irresponsibly may result in serious injury or death. The only warranty applicable
to our equipment is the standard written warranty applicable to the particular product and sale and Terex makes no other warranty, express or implied. © Terex Corporation 2021 - Terex, the Terex Crown design, Fuchs and
Works For You are trademarks of Terex Corporation or its subsidiaries.
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